
Wireless Standard

Frequency Band
Input Resolution
Output Resolution
Frame Rate

Video Outputs

Operating System

Wireless Data Rate

Authentication Protocol
Security Encryption

Transmission Distance

Simultaneous Connections
Split Screen

Annotation Function
Touch Back Support

Wireless Connectivity

Temperature Range

Humidity Range

Dimensions in mm

Speci�cations

IEEE 802.11 a/g/n/ac
2.4GHz and 5GHz

Up to 1920 x 1080

720 x 480, 720 x 576, 1280 x 720, 1920 x 1080, up to 3840 x 2160 (30Hz)
Up to 60 fps

HDMI 1.4, comply with HDCP
Android 5.1

Up to 867 & Up to 300 Mbps

WEP, WPA/WPA2-PSK, 802.1x EAP

AES 128 bit
Up to 30m

32
Up to 4

Yes

Yes
AirStream App for Windows & Android
AirPlay for macOS & iOS

Operating: 0°C to +40°C
Storage: -10°C to +60°C

Operation: 10% to 80%
Storage: 5% to 90%

140 x 90 x 25

Weight in g
Dimensions in mm

Supported Platforms

Extended Desktop
Power Consumption
Power Supply (over USB)
Interface Cable

87

67 x 67 x 24

Windows, macOS, Linux and any other OS which supports HDMI (standard 1.4)
Yes
5W

5V DC / 1A

HDMI Cable + USB (Type A)

AirStream CY2 Switch

AirStream

Make instant, wireless presentations by plugging AirStream into your laptop�s HDMI



Media
Playback

Airplay
for macOS & iOS

Supports
compatible 

Android apps

Converts any TV
to smart TV

In-built whiteboard
software for
annotation

Use like a
PC

FHD
Display

Lag-Free
Streaming

Extended
Desktop

Multi-OS Compatibility
iOSWindows macOSAndroid Linux

Customise your
display


